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Tailored Workflows

Accelerated Breakthroughs

Reliable & Compliant

Uncompromising Precision

Optimized Value
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Partner-Driven Success and Integrity

VELSSON Incubator Products

Elevate Performance, Accelerate Discovery -

Customizable Manual & Automated Laboratory Incubators

Email: info@velsson.com

Add: 245 Main St, Cambridge, MA 02142

Web: www.velsson.com
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» Customized forced cooling module with

O low temperature control

Intelligent Research & Production

InnoShaker™ Star

Automatic Shaker Incubator

Intelligence of Research Large Scale Automation Optimization of Quality & Cost
and Production

Large scale & Automatic incubation of CHO-S/K1/M, sf9, hek293
and many other cell lines.

F.,=JH GMP Manufacturing Systems InnoShaker Remote Shaker Temperature Humidity Refrigeration CO2 Tri-Gas
Star Monitoring Range

500ASWC ® -250 rpm 31-37°C

500ASC ® -250 rpm 31-37°C

500AS ® -250 rpm 31-37°C

: : E Bioreactors
Il Lab Consumables " - D 500ASFC -250 rpm 4-37°C

500ASWCN -250 rpm 31-37°C

Custom 1-250 rpm 5

. Smart Benchtop Devices e e BT > _—L H Intelligent Lab Systems Dimension (W*H*D) 157795*103 (cm) / 62*37*41 (inches)
Power Supply AC220 50Hz & AC120 60Hz options

Automatic Incubators Capacity Flask:5L*8,3L*12, 1L.*20,500mL*30, 250mL*48, 50mL*150

Speed 1 250RPM ( £1RPM)

Shaker Amplitude 26mm/50mm

Temperature 4-37°C(x0.2°C)

Humidity Upto 90% ( £1%)
Make things Smart and Simple! co, 0-20% (£01%)

Automatic Control Outer door & sliding table

Stacking 2

Consumables Microplate, Tubes & Flasks




InnoShaker™ Planet

Manual Shaker Incubator

Q - For purification, sample precipitation, and
similar applications

» Customized forced cooling module with
low temperature control

Large scale incubation of CHO-S/K1/M, sf9, hek293
and bacteria, & others.

Dimension (W*H*D) 124*67*78 (cm) / 48*26*31 (inches)

Power Supply
Capacity

Speed

Shaker Amplitude
Temperature
Humidity

CO,
Communication

Stacking

AC220 50Hz & AC120 60Hz
options

Flasks:5L*6 (consistent specifica-
tions)

1-350RPM ( £1RPM)
26mm/50mm

440°C(£0.2°C)

Upto 90% ( £1%)

0-20% ( £0.1%)

Modbus RTU or Modbus TCP/IP
3

Consumables

Microplate, Tubes & Flasks

InnoShaker Remote Shaker Temperature
Planet Monitoring Range
300MSWC @ 1 -350 rpm 4-40°C
300MSC @ 1-350 rpm 4-40°C
300MS @ 1-350 rpm 4-40°C
300MSFC ® 1-350 rpm 4-40°C
300MSWCN @ 1-350 rpm 4-40°C
Custom @ 1-350 rpm ®

Humidity Refrigeration

W

W

Innocubator™ Satellite

Large Scale Plate Incubator

Incubation of immune cells, E.Coli, CHO, hek293, & others,

Innocubator
Satellite Monitoring

400ASWC ®
400ASC ®
400AS ®
400ASWCN ®

Custom B

Dimension (W*H*D)

Power Supply
Capacity
Speed
Temperature
Humidity

CO,

Remote Shaker

Temperature
Range

1° IS 4-40°C

I is 4-40°C

1. IS 4-40°C
1. IS 4-40°C

1o IS &

Humidity Refrigeration

CO2 Tri-Gas

132%81.5"120 (cm) / 52*32*47 (inches)

AC220 50Hz & AC 120 60Hz options

200PC Standard well plates

1/6RPM (1° /s, mild rotation for performance improvement)

440°C( £0.2°C)
Upto 90% ( £1%)
0-20% ( £0.1%)

CO2 Tri-Gas
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GMP validation:
90°C & 120°C sterilization options

TEC h n O I Ogy m Easy-cleaning 8K inner cavity with big
Innovation

InnoShaker™ Pulsar

arc design

Well Plate Shaker Incubator

Incubation of CHO-S/K1/M, E.Coli, sf9, hek293, & more.

InnoShaker Remote Shaker Temperature Humidity Refrigeration CO2 Tri-Gas
Pulsar Monitoring Range

200ASWC 1-1,000 rpm 28-37°C

200ASC 1-1,000 rpm 28-37°C

200AS 1-1,000 rpm 28-37°C

200ASWCN B 1-1,000 rpm 28-37°C =) & &
Custom @ 1-1,000 rpm ® ] & & ®

I 02

Dimension (W*H*D) ~ 90%130*80 (cm) / 35*51*31 (inches) a) Fully automatic outer door with heating function
Power Supply AC220 50Hz& AC120 b) Fully automatic sliding table or shaker tower

: e bt c) Fully automatic pure water infusion module

Z Capacity 20PC standard well plates d) Recirculating air flow with HEPA filter

: Speed 1 1,000RPM ( £1RPM)

Shaker Amplitude 3mm

Temperature 2837°C( £0.2°C)
| Humidity Upto 90% ( £1%)
CO, 0-20% ( £0.1%)
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Advanced Speed Control

m Maximum 250/350 rpm of InnoShaker™
Star and Planet

m Maximum 1,000 rpm of InnoShaker™
Pulsar (with 2 independent shaker

towers)

Direct motion driver, no dust, long life time.

L arge-scale Culture

. _ e Customizable Velsson automatic platform with multiple tandem
02 G : R iIncubators for large scale culture and process analytics workflows

Active Humidity Control by Ultrasonic capable of 7 days and 24 hrs operation.

Module

m [ he design without an evaporation pan

for sterility
m Active humidity control for consistent

experiment environment

Six-sensor Temperature Control

- B —

31°C40°C precision control for consistent
experimental temperature

Ultrasonic _
Humidification

Tips: To ensure safety, all moving parts (shaker table, slide table,
outer door, etc) are equipped with interlocks.

Six Real-time
Temperature Sensors






